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Sir: 

02/14/S002 DLITTLE OOOOOOOE 50030S 09136839 

01 FCslOS AMENDMENT AND RESPONSE TO OFFICE ACTION UNDER 37 C.F.R. Sl.lll 

02 FC:102 — PHJiTCll ^ 

A fee of $84.00 is believed to be required for one (1) independent claim in excess of three, 
together with a fee of $18.00 for one (1) claim in excess of twenty total claims. Please charge this 
fee ($102.00) to Novakov Davis - PageMart Deposit Account No. 50-0302. 

No fiirther fees are believed to be necessary; however, in the event that any additional fees 
are required for the prosecution of this application, please charge any necessary fees to Novakov 
Davis - PageMart Deposit Account No. 50-0302. No extension of time is believed to be necessary. 
If, however, an extension of time is needed, the extension is requested and please charge the fee for 
this extension to Novakov Davis - PageMart Deposit Account No. 50-0302. 

In response to the Office Action dated October 22, 2001 , please amend the above-identified 
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1 1. (three times amended) For use in a wireless messaging system, a message distribution 

2 system capable of allowing a subscriber of said wireless messaging system t^review stored wireless 

3 messages sent to said subscriber comprising: 

4 a first I/O interface capable of receiving, from said subscriber, a message retrieval 

5 request for messages directed to said subscriber; 

6 a message retrieval controller coupled to said first I/O interface capable of 

determining an identity of said subscriber from identification data contained 

in said message retrieval request, 

9 accessing a data record associated with said subscriber, said data record 

1 0 containing one or more of said stored wireless messages directed to said subscriber including 

11 at least one stored message which was previously delivered to said subscriber, and 

12 transferring to said subscriber selected review information from said data 

1 3 record related to a group of one or more of said stored wireless messages including said at 

14 least one stored message which was previously delivered to said subscriber. 
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1 2. (three times amended) The message distribution system set forth in Claim 1 further 

2 comprising an interface to a database coupled to said message distribution system and storing 
/( wireless messages which are directed to said subscriber independent of whether said wireless 

4 messages have been delivered to said subscriber, wherein each wireless message directed to said 

5 subscriber is automatically stored in said database after transmission of said wireless message for 

6 reception by a paging device for said subscriber, regardless of whether said wireless message was 
_7 received by said wireless paging device. 



1\ 3. (unchanged) The message distribution system set forth in Claim 1 wherein said message 

distribution system initially transfers only one or more selected fields from at least one stored 
message within said data record to said subscriber in response to said message retrieval request, 
wherein said one or more selected fields form said selected review information relating to said at 



4 



1 least one stored wireless message. 



1 4. (unchanged) The message distribution system set forth in Claim 3 wherein said message 

2 distribution system transfers all of a selected stored message to the subscriber in response to 

3 receiving a complete message request from said subscriber requesting all of said selected stored 

4 message. 
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1 10. (three times amended) A wireless messaging system comprising: 

2 a plurality of RF transceiver facilities capable of transmitting and receiving wireless 

3 messages to and from paging devices used by subscribers of said wireless messaging system; 

4 a message distribution system capable of allowing a subscriber of said wireless 

5 messaging system to review stored wireless messages sent to said subscriber comprising: 

6 a first I/O interface capable of receiving, from said subscriber, a message 

7 retrieval request for messages directed to said subscriber; and 

a message retrieval controller coupled to said first FO interface capable of 

^ 9 ^ determining an identity of said subscriber from identification data contained in said 

10 message retrieval request, accessing a data record associated with said subscriber, 

1 1 said data record containing one or more of said stored wireless messages directed to 

1 2 said subscriber including at least one stored message which was previously delivered 

13 to said subscriber, and transferring to said subscriber selected review information 

14 from said data record relating to a group of one or more of said stored wireless 

1 5 messagepncluding said at least one stored message which was previously delivered 

16 ' to said subscriber; and 

17 a database coupled to said message distribution system storing said stored wireless 

18 messages. , ^ — ■ ~~ ' 
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17. (amended) The message distribution system set forth in Claim 10 wherein each wireless 
message directed to said subscriber is automatically stored iij said database after RF transmission 
of said wireless message for reception by a paging device for said subscriber, regardless of whether 
said wireless paging device receives said wireless message. 



18. (three times amended) For use in a wireless messaging system, a method for allowing 
a subscriber of the wireless messaging system to view on a display device stored wireless messages 
sent to the subscriber comprising the steps of: 

receiving a message retrieval request from the subscriber for wireless messages 
directed to the subscriber; 

determining an identity of the subscriber from identification data contained in the 
message retrieval request; 

accessing a data record associated with the subscriber, the data record containing one 
or more of the stored wireless messages directed to the subscriber including at least one stored 
message which was previously delivered to said subscriber; and 

transferring to said subscriber selected review information relating to a group of one 
or more of the stored wireless messages including the at least one stored message which was 
previously delivered to said subscriber. . 
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1 21 . (newly added) For use in a wireless messaging system, a message distribution system 

2 capable of allowing a subscriber of said wireless messaging system to review stored wireless 

3 messages sent to said subscriber comprising: 

4 a first I/O interface capable of receiving, from a device other than a paging device for 

5 said subscriber, a message retrieval request for messages directed to said subscriber; 
a message retrieval controller coupled to said first I/O interface capable of 

determining an identity of said subscriber from identification data contained 

8 in said message retrieval request, 

9 accessing a data record associated with said subscriber, said data record 

1 0 containing one or more of said stored wireless messages directed to said subscriber including 

11 at least one stored message which was previously delivered to said subscriber, and 

12 transferring to said subscriber selected review information from said data 
13 record related to at least one of said stored wireless messages. 
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